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Specifications

Resolution
Mode

Print speed
Max. print width

Type

Width
Thickness
Core diameter
Max. roll diameter
Type

Width

Max. length
Max. OD

ID

Operation
Storage
Operation
Storage
Width

Cutter

300dpi (12 dots/mm)
Thermal transfer
1,2,31PS

4.01” (104 mm)

32 bit CPU

8MB SDRAM
4MB Flash ROM

4 functional LED light buttons, including error light

Moveable reflective sensor
Cover open sensor, ribbon sensor

USB A master/USB B slave, Serial, Ethernet (option)
External universal switching power supply

5 internal expandable bitmap fonts (alpha-numeric)
2 internal expandable bitmap fonts (numeric only)
Downloadable soft font

4 directions: 0, 90, 180 and 270 degrees

PCX, Direct binary graphic
Outside coating ribbon
0.23"~4.33"(15mm~110mm)
0.0059” (0.15 mm)

0.39” (10 mm)

5" (127 mm)

Outside coating ribbon
1"~4.3” (25.4 mm~110 mm)
110 M

1.535” (39 mm)

0.5” (12.7 mm)

5°C ~45°C (40°F~104°F)
-20°C~50°C (-4°F~122°F)
10%~90% non-condensing
5%~95% non-condensing
7.83” (200.00 mm)

200(W) x 263(L) x 188(H) mm, : 2.2KG

3” cutter
Max. cutting width: 3.149” (80mm)
Min. cutting height: 0.39” (10 mm)

Ethernet printer server

CE, FCC class B, CCC, CB

THE ONE YOU CAN RELY ON
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